TABLE II 


COAL STRENGTH STUDY 
PERCENT COALS REMOVED 


B. EFFECT OF FILTER CONSTRUCTION 


Sample 

Cigt. 
Length, 
mm 

Tipping 
Paper 
Length, 
mm 

Filter 
Length, 
mm 

1 O. V. 

At Testing 

Cigt. 
Weight, 

8 .. 

No. 

Cigts . 
Tested 

% Coal 
Remove 

Reg. Parliament 
(RgD Semi-Works 
D5A0-1) 

85 

30 

25 

12.3 

1.048 

200 

41 

Parliament with 
Plastic Filter 
(R§D Semi-Works 
D5AP-1) 

85 

30 

25 

12.5 

1.029 

200 

30 

Marlboro Filter 

With Multifilter 
Blend (Mfg.-A5FS) 

85 

Cork 

25 

21 

13.2 

1.005 

200 

28 

Multifilter 

Filter With 

Marlboro Blend 
(Mfg.-A5FT) 

85 

White 

30 

25 

12.9 

1.156 

200 

50 

Marlboro Lights- 
Plastic Tip-Control 
(Mfg.-A5FU) 

85 

30 

25 



200 

33 

Marlboro Lights 

With C.A. Filter 
(Single)-"W" 

(Mfg.-A5FV) 

85 

30 

25 



200 

42 
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Source: https://www.industrydocuments.ucsf.edu/docs/ghpk0001 



TABLE II 
(continued) 


COAL STRENGTH STUDY 
PERCENT COALS REMOVED 


Tipping 


Sample 

Cigt. 
Length, 
mm 

Paper 
Length, 
mm 

Filter 

Length, 

mm 

% 0. V. 

At Testing 

Cigt. 
Weight, 
g 

No. 

Cigts. 
Tested 

% Coal 
Remove 

C. EFFECT OF CIRCUMFERENCE 






Multifilter-25.1 

mm. 







(Mfg. - X5MO) 

85 

30 

25 

13.0 

1.164 

200 

61 

Multifilter-24.9 

mm 







(Mfg. - X5MO) 

85 

30 

25 

13.2 

1.182 

200 

58 


D. OVEN VOLATILES LEVEL OF PARLIAMENT FILLER (EQUILIBRATED) 


Parliament 100 

With Carbon 

Filter vs. 

13.6 

Parliament 85 

(Mfg. - C.I.) 

13.3 
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Source: https://www.industrydocuments.ucsf.edu/docs/ghpk0001 



